US 1 IS ASSUMED TO RUN IN
A NORTH/SDUTH DIRECTION
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CONSTRUCTION NOTES

GEOMETRIC LEGEND
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A. DISCONNECT EXISTING COMMUNICATION CABLE AND RE-ROUTE TO PROPOSED SIGNAL CABINET.
B. INSTALL PROPOSED COMMUNICATION CABLE INTO EXISTING CABINET (REMOVE EXISTING).

C. INSTALL HANDHOLE.

D. USE EXISTING HANDHOLE.

E. USE EXISTING COMMUNICATION CABLE IN EXISTING CONDUIT.

F. USE EXISTING COMMUNICATION CABLE ATTACHED OVERHEAD
ON EXISTING UTILITY POLES.

G. INSTALL 4" CONDUIT WITH PROPOSED COMMUNICATION CABLE (SLOTTED).
H. INSTALL 3" CONDUIT WITH PROPOSED COMMUNIGATION CABLE (TRENCHED).
J. ABANDON EXISTING CONDUIT.

K. INSTALL PROPOSED COMMUNICATION GABLE IN EXISTING CONDUIT.

L. INSTALL PROPOSED COMMUNICATION CABLE IN PROPOSED SIGNAL CONDUIT.
M. USE PROPOSED SIGNAL HANDHOLE.

N. INSTALLED 4" CONDUIT WITH PROPOSED COMMUNICATION CABLE (BORED;.

(TALBOT AVENUE)
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GENERAL NOTES:

1. THE CONTRACTOR SHALL INSTALL NEW COMMUNICATION CABLE BEGINNING
AT THE MONTGOMERY STREET SIGNAL CABINET AND TERMINATING IN THE
MD 198 EASTBOUND (GORMAN AVENUE) SIGNAL CABINET.

2. THE CONTRACTOR SHALL USE EXISTING COMMUNICATION CABLE BY
DISCONNECTING THE CABLE FROM THE EXISTING SIGNAL CABINET AND
RE-ROUTING THE EXISTING CABLE TO THE PROPOSED SIGNAL CABINET AT
THE SIGNAL CABINETS AT MONTGOMERY STREET AND MAIN STREET.

3. THE CONTRACTOR SHALL MAINTAIN THE EXISTING COMMUNICATION CABLE AND
CONDUIT AT PROPOSED DRAINAGE CROSSINGS. ANY EXISTING COMMUNICATION
CABLE INTERRUPTED BY THIS WORK SHALL BE REPLAGED IN KIND AT THE

CONTRACTOR’S EXPENSE.
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